Material Safety Data Sheet




U.S. Department of Labor

May be used to comply with 




Occupational Safety and Health Administration

OSHA’s Hazard Communication Standard,



(Non-Mandatory Form)

29 CFR 1910.1200. Standard must be



Form Approved

consulted for specific requirements.




OMB No. 1218-0072

IDENTITY (As used on Label and List)

                     MERCURY KLEAN-UP KIT
Note:  Blank spaces are not permitted. If any item is not applicable, or no information is available, the space must be marked to indicate that.

Section I

Manufacturer’s  Name: Geritrex Corp.
Emergency Telephone Number: (914) 668-4003

Address (Number , Street, City, State, and ZIP Code)
Telephone Number for Information: (914) 668-4003

144 Kingsbridge Rd. East
Date Prepared: 10/24/01

Mount Vernon, NY 10550
Signature of Preparer (optional)

Section II – Hazardous Ingredients/Identity information

Hazardous Components (Specific Chemical Identity; Common Names(s)  OSHA PEL  ACGIH TLV  Other Limits    %(optional)

                                                                                                                                                                  Recommended

Granular Metal (non regulated)                                                                                               N/A                N/A

                                                                                                                             5mg/m3         Respirable Dust

                                                                                                                              15mg/m3       Total Dust



Carboxylic Acid                                                                                                                        N/A               N/A

                                                                                                                                5mg/m3               Respirable Dust

                                                                                                                                15mg/m3             Total Dust



Above components is a trade secret.







Section III – Physical/Chemical Characteristics

Boiling Point:
N/A
Specific Gravity (H2O = 1)
Bulk Density 2.35gm/cc

Vapor Pressure (mm Hg.)
N/A
Melting Point:
N/A

Vapor Density (AIR = 1)
N/A
Evaporation Rate (Butyl Acetate =1)
N/A

Solubility in Water: Moderate

Appearance and Odor: Gray granular solid.

Section IV – Fire and Explosion Hazard Data

Flash Point (method Used): N/A
Flammable Limits: N/A
LEL N/A
UEL N/A

Extinguishing Media: CO2 or dry chemical.  Do not use water. Water will react violently with molten material.

Special Fire Fighting Procedures: NONE



Unusual Fire and Explosion Hazards: NONE



(Reproduce locally)









OSHA 174, Sept. 1985

Section V – Reactivity Data

Stability:
Unstable:

Conditions to Avoid: N/A


Stable:
X


*Incompatibility (Materials to Avoid) Oxidizing agents, acids, bases, halogens, reducing agents, amines, chlorinated.

__________________________________________________________________________________________________________ Hazardous Decomposition or By products: May release carbon monoxide or carbon dioxide.

_________________________________________________________________

Hazardous Polymerization:
May Occur:

Conditions to Avoid: N/A


Will Not Occur:
X


Section VI – Health Hazard Data

Route(s) of Entry:                Inhalation? YES                    Skin? NO                                  Ingestion?  NO 

Health Hazards (Acute and Chronic): Irritation to eyes, nose, throat, metallic taste in mouth, Flu like symptoms. 

Chromosomal anomalies in leukocytes reported, arthritic lameness and inflammation or gastrointestinal reported in animal 

studies.

Carcinogenicity:                  NTP?                                               IARC Monographs?            OSHA Regulated?



Signs and Symptoms of Exposure: Irritation of nose, throat and eyes.



Medical Conditions

Generally Aggravated by Exposure: N/A



Emergency and First Aid Procedures: Eyes: Flush eyes with plenty of water for 15 mins.  Skin: Flush with plenty of water.

Inhalation: remove to fresh air.  Seek medical attention immediately.  Ingestion: dilute with plenty of water.  Seek medical attention.

Section VII – Precaution for Safe Handling and Use

Steps to be Taken in Case Material Is Released or Spilled: Sweep up material and place in waste disposal container.





Waste Disposal Method: Mercury free material may be containerized and disposed of in a licensed landfill. Dispose mercury 

material in accordance with local, state, and federal regulations. 

Precautions to Be Taken in Handling and Storing: Store in cool dry place, away from incompatible materials.



Other Precautions: N/A



Section VIII – Control Measures

Respiratory Protection (Specify Type) Use nuisance dust mask at dust levels over 15mg/m3

Ventilation:
Local Exhaust:


Special:


Mechanical (General):

X
Other:

Protective Gloves: Polyethylene, rubber, or PVC
Eye Protection: Safety glasses recommended

Other Protective Clothing or Equipment: None required in normal use.

Work/Hygienic Practices: Wash hands after us.

THE INFORMATION AND RECOMMENDATIONS IN THIS DATA SHEET ARE BELIEVED TO BE CORRECT AND RELIABLE. HOWEVER THE DATA IS OFFERED FOR CONSIDERATION AND VERIFICATION BY THE USER AND Geritrex Corp. OFFERS NO GUARANTEE, WARRANT OR REPRESENTATION AS TO THE ACCURACY OR COMPLETENESS OF THE DATA
